Normat .
Drop-off Drop-off Height {x}
Posted Treatment Required
Location Speed and Type
af FRED None
1in<xs 3in Low Shoulder signs {2 mde spacing)
. . Place channetizing devices at 501t
< 45 mph Jinexs 18in spacing
. . Place channelizing devices al 1001t
2 45 mph Jin<xs 1Zin spacing
WBinexs 24 in Place channelizing devices at 50-ft
- “ASMER | for 05 mile of <48 hours ¥ | spacing
=3 = 45 moh 12in<x3 18in Place channelizing devices at 100-f
P for < 0.8 mile or < 48 hours | spacing
2 45 moh 12inexs24in Closure using temporary Wraffic parrler
P for »0.5 mile or =48 hours
< 45 mph 18in<xs 24in™ Closure using temporary traffic barrier
win<xs 28infor<0.5 | Closure using lemporary teaffic darrler
2 45 mph mile of = 48 hours
all >24in® Closure using lemporary tralfic tarder
an £ 1in nong
1in<x% 3in Low Shoulder signs {2-mite spacing)
3fic xe B < 45 ph n<xs 2din® :;aacé?nqcbameﬁzmg devices at 501t
el e
. . Piace channelizing devices at 1001t
2 45 mph Iinwxs 24in spaging
all 24 in ™ Closure using terporary traffic bamier
, Place channelizing devices al 50-ft
- [
28 %10 the < 45 mph 12in<x € 244 ;pacinq 1 e
work zone B . lace channelizing devices &t 100t
clear zone O > 45 mph 12in<xs 24in spacing
all >24in ™ Closure using temporafry tiaffic barier

Notes:

@} prace channefizing devites and/or temporary barrier at the same level as the traveling lane or
shoulder profile.

@ Channeiizing devices may be placed at the drop-off elevation to preserve lane width. Raise the

refiestive area and waming light (If required) to the elevation above the traveting fone or ehouldder

profile as per Highway Standard 701901,

® pace channelizing devices or temporary barrier at same level as the side slope profite to be fully

vigible.

U Length and dwation may be exceeded for urban areas when engineenng judgment indicates sight
gistance will be adversaly affecled by temporary barrier,

) Temporary traffic barder may be climinated for stationary operations of less than 24 hours for
multiane, and may be eliminated for stationary operations of fess than 96 howrs per stage for twe

ianes, based on engineering judgment.

CONDITION 2 — DROP-OFF BETWEEN TRAVEL LANE AND SHOULDER/EDGE OF
PAVEMENT (US Customary)
Figure 55-2.B

COMMITMENTS:

TREE CLEARING WILL NOT BE ALLOWED FROM APRIL 1st TO SEPTEMBER 30tn,

AN ENTRANCE FOR A SINGLE FAMILY RESIDENCE SHOULD BE LOCATED WALFWAY BETWEEM THE SOUTHERN PROPERTY LINE AND THE MIDPOINT OF
THE PROPERTY AT APPROXIMATELY STA. 437+38,7% RT, RESIDENT ENGINEER TO VERIFY IN THE FIELD.

A FORTY FDOT CULVERT SHOULD BE INSTALLED IN THE EXISTING DITCH WHERE SHILOH ROAD WILL BE REMOVED IM ORDER TO ALLOW ACCESS
BETWEEN THE FIELDS ON EITHRER SIDE OF THE REMOVED ROADWAY. A PREFERRED LOCATION FOR THE CULVERT WAS NOT SPECIFIED 8Y THE
PROPERTY OWNER, AND THE PRECISE LOCATION CaN BE DETERMINED By IDOT.

BLIND CHILD SIGHNS SHOULD BE INSTALLED ON BOTH ENDS OF RELOCATED ALEXANDER ROAD, ONE SIGN SHOULD BE IN A LOCATION VISIBLE
TO DRIVERS TURNING ONTO RELOCATED ALEXANDER ROAD FROM US 45, THE OTHER SHOULD BE VISIBLE TO DRIVERS HEADING LAST ON
ALEXANDER RCAD TOWARD US 45, IN THE AREA WHERE ALEXANDER ROAD CURVES SOUTH ONTO ITS RELOCATED PORTION,
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